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TO THE OWNER 



Before operating this projector read this manual thoroughly and operate the projector properly. 

This projector provides many convenient features and functions. Operating the projector properly enables you to 

manage those features and maintains it in better condition for a considerable time. 

Improper operation may result in not oniy shortening the product-life, but also malfunctions, fire hazard, or other 
accidents. 

If your projector seems to operate improperly, read this manual again, check operations and cable connections and try 
the solutions in the Trouble-shooting" section of the end of this booklet. If the problem still persists, contact the sales 
dealer where you purchased the projector or the service center. 




SAFETY PRECAUTIONS 



20om- 



WARNING : TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO 
RAIN OR MOISTURE. 

• This projector produces intense fight from the projection iens. Do not stare directly into the lens as possible. 
Eye damage could result, Be especially careful that children do not stare directly into the beam. 

• This projector should be set in the way indicated. If not, it may result in a fire hazard. 

• Take appropriate space on the top, sides and rear of the projector side and top rear 
cabinet for allowing air circulation and cooling the projector. 
Minimum distance should be taken. If the projector is to be built 
into a compartment or similarly enclosed, the minimum distances 
must be maintained. Do not cover the ventilation slot on the 
projector. Heat build-up can reduce the service life of your 
projector, and can also be dangerous. 

• Do not put any flammable object or spray can near the projector, hot air is exhausted from the ventilation 
holes. 

• The Remote Control Unit, supplied to this projector, emits the laser beam as the Laser Pointer function from 
the Laser Light Window while pressing the LASER button. Do not took into the Laser Light Window or shine 
the laser beam on yourself or other people. Eye damage may result 

0 If the projector is not to be used for an extended time, unplug the projector from the power outlet: 

READ AND KEEP THIS USER'S GUIDE FOR LATER USE. 
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RISK OF ELECTRIC SHOCK 

DO NOT OPEN 


1 A 




CAUTION : TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR BACK). NO USER- 
SERVICEABLE PARTS INSIDE EXCEPT LAMP REPLACEMENT, REFER SERVICING TO QUALIFIED 
SERVICE PERSONNEL. 


A THIS SYMBOL INDICATES THAT DANGEROUS 
/H\ VOLTAGE CONSTITUTING A RISK OF ELECTRIC 
SHOCK IS PRESENT WITHIN THIS UNIT. 


A THIS SYMBOL INDICATES THAT THERE ARE IMPORTANT 
/!\ OPERATING AND MAINTENANCE INSTRUCTIONS \U THE 
USER'S GUIDE WITH THIS UNIT, 
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This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 
15 of FCC Rules. These limits are designed to provide reasonable protection against harmful interference when 
the equipment is operated in a commercial environment. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a residential area is likely to cause harmful 
interference in which case the user will be required to correct the interference at his own expense. 



I he AC Power Cord supplied with this projector meets the requirement for use in the country you purchased it. 



AC Power Cord for the United States and Canada : 

AC Power Cord used in the United States and Canada is listed by the Underwriters 
Laboratories (UL) and certified by the Canadian Standard Association (CSA). 

AC Power Cord has a grounding-type AC line plug, This is a safety feature to be sure 

that the plug will fit into the power outlet. Do not try to defeat this safety feature. tK / 
Should you be unable to insert the plug into the outlet, contact your electrician. 




GROUND 



THE SOCKET-OUTLET SHOULD BE INSTALLED NEAR THE EQUIPMENT AND EASILY ACCESSIBLE, 



Proxima Corporation warrants that the Proxima© Multimedia Projector Model Pro AV 941 0/941 OL product 
manufactured by Proxima is free from defects in materials and workmanship under normal use during the 

Warranty Period. The Warranty Period commences on the day of purchase by the end-user. The 
Warranty Period is two years. The projector lamp is not covered by this Warranty, 

Each Proxima product is manufactured from new parts, or new and some used parts, in some cases, the 
product may have been delivered to another end-user and then returned, in all cases, the product has 
undergone testing and quality inspection, and Proxima's full warranty terms apply. 

The end-user's sales receipt or invoice showing the date of purchase of the product and the name of the 
Reseller is proof of the date of purchase. The Warranty extends only to the original purchaser and is not 
transferable. 

During the Warranty Period, Proxima will, at no additional charge, repair or replace defective parts or at 
the option of Proxima, replace the entire unit. 

This Limited Warranty does not extend to any Proxima product that has been damaged or been rendered 
defective (a) as a result of accident, misuse, or other abuse: (b) by the use of parts not manufactured or 
soid by Proxima; or (c) by modification of the product; or (d) as a result servicing by non-authorized 
personnel. 



The foregoing warranty is expressly in lieu of any other express or implied warranties, including, without 
limitation, warranties of merchantability or fitness for a particular purpose. To the extent not prohibited by 
law, all statutory warranties are hereby waived and excluded from this warranty. Proxima expressly 
disclaims all warranties not stated in this Limited Warranty. 
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TRADEMARKS 

• Apple, Macintosh, and PowerBook are trademarks or registered trademarks of Apple Computer, Inc. 

• IBM and PS/2 are trademarks or registered trademarks of International Business Machines, Inc. 

• Windows and PowerPoint are registered trademarks of Microsoft Corporation. 

• Each name of corporations or products in the user's guide is a trademark or a registered trademark of its 
respective corporation. 



FEATURES AND DESIGN 



This Multimedia Projector is designed with the most advanced technology for portability, durability, and ease of 
use. The projector utilizes built-in multimedia features, a palette o! 16.77 million colors, and matrix liquid crystal 
display (LCD) technology. 



♦ Compatibility 

This projector widely accepts various video and 
computer input signals including; 

# Computers 

IBM-compatible and Macintosh computers up to 
1: 800 x 1200 resolution. 

# 6 Color Systems 

NTSC, PAL, SEC AM, NTSC 4.43, PAL-M or PAL- 
N color system can be connected. 

# S-Vicfeo 

S-Video signals, such as a S-VHS VCR output 
signals, can be connected. 

♦ High Resolution Image 

This projector provides 1280 x 1024 dots resolution for 
computer input and 800 horizontal TV lines. The 
resolution from the computer between 1280 x 1024 and 
1800 x 1200 is compressed into 1280 x 1024 dots. This 
projector cannot display image of over 1600 x 1200 dots, 
When the resolution of your oornputer is over than 1600 
x 1200, reset the computer output for lower resolution, 

♦ Multi-Scan System 

This projector has Multi-Scan System to conform to 
almost all computer output signals quickly. There is no 
need for troublesome manual adjustment of frequency 

and other settings. 

♦ One-Touch Auto Imaging 

Incoming computer video signals are recognized and the 
best setting is automatically selected by the Auto Image 
adjustment. No complicated setup is nect ssary and 
projection is always precise. 

♦ Muitiianguage Menu Display 

Operation many is displayed in; English, Deutsch, 
Francals, italiano, Esparto!, or Japanese. 




The Digital Zoom magnifies the image up to 18 times, 
allowing you to focus on crucial information at a 
presentation, 



♦ Motor-driven Lens Shift 



The projection fans can be moved up and down with the 

motor-driven lens shift function. This fonciion makes it 
easy to provide the projected image where you want. 




♦ Fewer Management 

Power Management function is provided to reduce power 

consumption while the projector is not in use. 

This Power Management function operates to turn the 

Projection Lamp off when the projector delects signal 

interruption and any button is not pressed over 5 

minutes. The Projection Lamp is automatical turned on 

again when the projector detects the signal or any 

operation button is pressed. 

This projector is shipped with this function ON, 

♦ Laser Pointer Function 



The Wireless Remote Control Unit supplied with this 
projector includes the Laser Pointer function. This 
function helps you to make a smart presentation on a 
protected screen, 

♦ Wireless Mouse 



The Wireless Remote Control Unit supplied with this 
projector has Wireless Mouse function for the connected 
computer. This function enables you to operate both 
projector and computer with this Wireless Remote 
Control Unit only, 

♦ Accessories 

The projector comas with the parts listed below. 
Check to find ail the parts are included. II any parts 
are missing, contact an authorized dealer or service 
station, 

• User's Guide. 

• AC Power Cord. 

• Wireless Remote Control Unit 

• Wireless/Wired Remote Control Unit. 

• Remote Control Cable. 

• Batteries for Remote Control Units. 

• Graphic Accelerator Board and its Software. 

• Digital Fiat Panel Cable. 

• VGA Cable. 

• Mouse Cable for PS/2 port. 

• Mouse Cable for serial port. 

• Mouse Cable for ADB port, 

• VGA/MAC Adapter. 

• Protective Dust Cover 

• Lens Cover. 



PREPARATION 



NAME OF EACH PART OF THE PROJECTOR 



TRGNT OF f HE ^ft^EefOR 



INFRARED 
REMOTE RECEIVER 



PROJECTION LENS 



REMOVABLE 
LENS COVER 




REAR OF THE PROJECTOR 



EXHAUST VENT 



j\ HOT AIR EXHAUSTED ! 

Air blown from the exhaust vent is hot. 
^serve the following when handling your 
wfojector or choosing a location to install it. 

• Keep heat-sensitive objects away from the 
exhaust port. 

• if you set the projector on top of a metallic 
surface, the surface will become hot 
because of the hot air exhaust Be careful 
when handling. 

• Do not touch the cabinet near to the 
exhaust vent area, and especially screws 
and metallic parts. These parts will become 
hot while the projector is used. 

This projector detects the internal 
temperature and automatically controls the 
operating power of the CooHng Fans. 



LAMP COVER 



SPEAKERS 




INFRARED 
REMOTE RECEIVER 



AIR INTAKE 
VENT 



BOTTOM OF THE PROJECTOR 




AIR INTAKE VENT 




CARRYING HANDLE 



MAIN ON / OFF 
SWITCH 
POWER CORD 
CONNECTOR 




PREPARATION 



SETTING-UP THE PROJECTOR 



CONNECTING THE AC POWER CORD 



This projector uses nominal input voltages of 100-120 V or 200-240 V 
AC. The projector automatically selects the correct input voltage. It is 
designed to work with single-phase power systems having a grounded 
neutral conductor. To reduce the risk of electrical shock, do not plug 
into any other type of power system. 

Consult your authorized dealer or service station if you are not sure of 
the type of power supply being in use. 

Connect the projector with the peripheral equipment before turning the 
projector on. (Refer to pages 13-22 for connection.) 



y<>- ' < 




Connect the AC Power Cord (supplied) 
to the projector. 

The AC outlet must be near this 
equipment and must be easily 
accessible. 



NOTE ON THE POWER CORD 



The AC Power Cord must meet the requirement of the country where you use the projector. 
Confirm the AC plug type with the chart below and the proper AC power cord must be used, 
if the supplied AC Power Cord does not match the AC outlet, contact your sales dealer, 



Projector side 



AC Outlet side 




For the U.S.A. and Canada 

Ground 



For Continental Europe 




To the POWER CORD 
CONNECTOR on the 

prelector. 



To the AG Outlet. 
(120 V AC) 




To the AC Outlet. 
(200 - 240 V AC) 
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PREPARATION 




J This projector is basically designed to project on a flat projection surface. 

• This projector can be focused from 4.9' (1 .5 m) - 80.7' (24.6 m). 

• Refer to the figure below as an example when positioning the projector to the screen. 



A 



THIS PROJECTOR SHOULD BE SET IN THE WAY INDICATED. NEVER HANG 
f\ THE PROJECTOR, OR FALL DOWN ON ITS SIDE. IT MAY RESULT IN FIRE 
HAZARD. 



ROOM LIGHT 




The projector should be placed in a room with 
limited light. Picture quality will be directly 
affected by lightning conditions. 



Maximum Zoom 

inimum Zoom 

4QCT 

300" 




Screen | Max- Zoom 


40" 


i 100" 


150" 


[ 200" 


| 300" 


40O' ! 


600" 


& lze | Min. Zoom 




77" 


115" 


154" 


| 23r 


308 n 


462" 


Distance 


l 4.9' (15 m) 


iar(40m) 


20* (6.1 m) 


J 26.9' (8,2 m) 


I 40* (12.2 m) 


53.8' (16.4 m) 


80.7 (24.6 m) 



This projector is equipped with a cooling fan to protect it from 
overheating. Pay attention to the following to ensure the ventilation 
and avoid a possible risk of fire and malfunction. 

• Do not cover the vents with papers or other materials. 

• Keep the rear grill at least 3.3 s (1 m) away from any object. 

• Make sure that there are no objects under the projector. 
An object under the projector may prevent the projector 
from taking the cooling air through the bottom vent. 





AIR INTAKE VENT 
(BOTTOM SIDE) 



EXHAUST VENT 
(REAR SIDE) 
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PICTURE LEVEL AND TILT ADJUSTMENT 



Picture tilt and projection angle can be adjusted by twisting 
ADJUSTABLE FEET. Projection angle can be adjusted up 
to 4 degrees by rotating Adjustable Feet. 



MOVE THE PROJECTED IMAGE POSITION 

Adjust the projected image position (maximum 780 
downward or upward on the 100" screen) by using lens ■ 
function. (See page 33.) 





UP 

ADJUSTABLE FEET 




MOVING THE PROJECTOR 



Use the carry handle when moving the projector. 
|\ Replace the lens cover and rotate the adjustable feet fully 
clockwise. 





/f\ CAUTION IN CARRYING OR TRANSPORTING THE PROJECTOR 

• Do not drop or bump the projector, otherwise damages or malfunctions may result. 

• When carrying the projector, use a suitable carrying case. 

• Do not transport the projector by using a courier or transport service in an unsuitable transport case. This 
may cause damage to the projector. To transport the projector through a courier or transport service, 
consult your dealer and best case should be applied. 




TERMINAL OF THE PROJECTOR 




o 



COMPUTER INPUT-1 TERMINAL {ANALOG HDB 15-PIN) A CONTROL PORT-1 CONNECTOR 

Used to connect a computer to the projector. Used to connect a mouse cable to the projector. 

COMPUTER INPUT-1 TERMINAL (DIGITAL MDR 20-PIN) C% CONTROL PORT-2 CONNECTOR 

Used to connect a computer to the projector. w Used to connect a mouse cable to the projector. 

COMPUTER INPUT-2 JACKS (BNC TYPE x 5) fa USB PORT-1 CONNECTOR 

Used to connect a computer to the projector. Used to connect a computer to the projector. 

MONITOR OUTPUT TERMINAL (ANALOG HDB 15-PIN) {ft USB PORT-2 CONNECTOR 

Used to connect a monitor to the projector. Used to connect a computer to the projector. 

COMPUTER AUDIO INPUT-1 JACKS (R and L) |ft SERIAL PORT TERMINAL (DB9) 

Used to connect an audio output from the computer to the Used to connect a computer to the projector. 

pr0ieCt0r (R WIRED REMOTE JACK 

COMPUTER AUDIO INPUT-2 JACKS (R and L) w When using the wired remote control connect the 

Used to connect an audio oujput from the computer to the remote cable to this jack. 

projector. 

AUDIO MONITOR OUTPUT JACKS (R and L) 

Used to connect an audio input from audio equipment to the 
projector. 
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CONNECTING THE PROJECTOR 



— — - - ■ ■ . ■ ^ 

SIDE OF THE PROJECTOR (CONNECT 




VIDEO INPUT JACKS-1 (BNC TYPE x 3) 

Used to connect a video source to the projector. 

S-VIDEO INPUT JACK- 1 

Used to connect a S-VHS video source to the projector. 

AUDIO INPUT JACKS-1 (R and L) 

Used to connect an audio source to the projector, 

VIDEO INPUT JACKS-2 (BNC TYPE x 3) 

Used to connect a video source to the projector. 

S-VIDEO INPUT JACK-2 

Used to connect a S-VHS video source to the projector. 



© 



AUDIO INPUT JACKS-2 (R and L) 

Used to connect an audio source to the projector. 

H VIDEO MONITOR OUTPUT JACKS {BNC TYPE x 

Permits video connection to a monitor. 



VIDEO MONITOR (S-VIDEO) OUTPUT JACK 
Permits S-VHS video connection to a monitor. 

AUDIO MONITOR OUTPUT JACKS (R and L) 

Permits audio connection to a monitor. 



CONNECTING THE PROJECTOR 



CONNECTING THE COMPUTER 



Persona! computers can be connected to the HDB1 5-pin (VGA) terminal on the projector. 

# Connect the computer to these terminals using the VGA cable and VGA/MAC adapter {provided}. 

CAUTION: For projectors, the VGA cable provided is designed to reduce RFI (Radio Frequency Interference) emissions. 
For regulatory compliance reasons, this cable must be used and must not be replaced by any other cable. 



{DIGITAL W1DR 




Digital output signal from the computer can be connected to the DIGITAL terminal (MDR 20-pin). When using this input, 
Graphic Accelerator Board designed for this projector should be installed into your computer and set-up the computer | 
configuration following instruction included in the Graphic Accelerator Board package. Refer to DIGITAL INPUT ■ 
CONNECTION on page 16 and 1 8. 

Personal computers can be connected to the computer input (Red, Green, Blue, Horiz. Sync, and Vert. Sync.) on the 
projector, 

• Connect the computer to these jacks using the BNC cables (not provided). 

• Connect audio outputs from your computer to these jacks using the audio cable (not provided). 

' 'CQ'N'NEdTiNG 

• When the computer is operated by projector's remote control unit connect three different type of cables (provided) 
between projector control port and computer mouse port or serial port. 







IBM Compatible computer with PS/2 mouse port. 


Mouse Cable for PS/2 port. 


IBM Compatible computer with serial port. 


Mouse Cable for Serial port. 


Apple Macintosh computer with ADB mouse port. 


Mouse Cable for ADB port. 



III 



■ CONTROL PORT 

lilii; 1 A 




i^RS^Sprt-/ hSeriaL Port 



»1 



6. 



7 

—jr — : 



9 



10 



11 
12 



Tx D 



2 \ OIK 



DATA 



■ADB-Roft 



ADB 



READY 



GND 



GND 



GND 



CONTROL PORT CABLE REMOVAL 

HINT 

Disconnect control port cable with 
following steps. 



1 . Hold the portion (A) 
of the connector 
with one hand. 

2. Pull the portion (B) 
arrow direction and 
remove connector. 



1 



A } 
L. 
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CONNECTING THE PROJECTOR 

$ 1 g 



I CONNECTING TO THE MONITOR OUTPUT TERMINAL (ANALOG HDB 15-PIN) [ 

jis terminal output the information of the selected computer source being viewed on the screen (Computer 1 or Computer 2). 
1/Vhen video source ("Video 1 M or "Video 2") is selected, this terminal outputs Computer 1 input information. 
An external monitor can be connected to the HDB1 5-pin (VGA) terminal on the projector, 
• Connect the monitor to this terminal using the VGA cable (not provided). 



HDB 15-PIN 
TERMINAL 



5 4 3 2 1 

COCO o 
10 9 8 7 8 

O O O CO 

, o o o o o 

VJ5 14 13 12 11 



Pin No./Signal 


Pin 


No7Signal 


1 Red input 


9 


Non Connect 


2 Green input 


10 


Ground (Vert, sync) 


3 Blue input 


11 


Sense 0 


4 Sensed 


12 


Sense 1 


5 Ground (Horiz.sync.) 


13 


Horiz, sync 


6 Ground (Red) 


14 


Vert, sync 


7 Ground (Green) 


15 


Reserved 


8 Ground (Blue) 







CONNECTING TO THE AUDIO MONITOR OUTPUT (VARIABLE) JACKS | 

These jacks will contain the audio information of the selected program source being viewed on the screen (Computer 1, 
Computer 2, Video 1 or Video 2). if you have selected program source Computer 2 the audio signal connected to the 
Computer 2 audio input jack will be available at the audio monitor output jacks. 
Use RCA type audio for connection. 

• if the audio input of the audio equipment is stereo, be sure to connect the right and left channels to the respective right 
and left jacks. 

# if the audio input of the audio equipment is monaural, connect it to the left jack. 



CONNECTING TO THE SERIAL PORT (DB 3-PIN) TERMINAL 



• If you control the projector by computer, you must connect a cable 
(not provided) from your computer to this terminal 



! SERIAL PORT 




2_ 
3 



JL 

9 



RxD 



Tx D 



Ground 



CONNECTING TO THE USB PORT CONNECTORS (1 and 2) 



This port is used to control the projector with the computer. It is also 
used to control the computer with the Remote control of this projector. 
(Refer to P49, 50.) 

Connect the USB port of the computer to this port. 



USB PORT 



fal m 





Vcc 


2 


- Data 


3 


+ Data 


4 


Ground 



CONNECTING THE PROJECTOF 




CONNE 



ills 
111 



!1. 



,!!ilS 



COMPUTER 



MONITOR CABLE 
(NOT PROVIDED) 




COMPUTER 
OUTPUT 
(BNC TYPE x 5) 



8§>- 



BNC CABLE x 5 
(NOT PROVIDED) 



SERIAL PORT PS/2 PORT 
INPUT INPUT 



COMPUTER OUTPUT 
(HD81 5-PIN TYPE) 



COMPUTER R 
AUDIO OUTPUT L 




VGA CABLE 
(PROVIDED) 





AUDIO CABLE 
(NOT PROVIDED) 



COMPUTER 

AUDIO INPUT 1 or 2 R| 




COMPUTER 
_ _ INPUT 1 

QU (ANALOG) 



MOUSE CABLE FOR 
PS/2 PORT 
{PROVIDED) 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLE 
|NOT PROVIDED) 




AUDIO 
INPUT 




AUDIO CABLE 
(NOT PROVIDED) 

SPEAKER 
OUT 



Speaker (L) 



COMPUTER 
AUDIO OUTPUT 



Speaker (R) 



oooo 

D OOOO 



I 



COMPUTER 

INPUT 2 



MONITOR 

OUTPUT 



Amp. 

NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECTOR 



CONNECTING 



AN 

(DIGITAL INPUT CONNECTION) 



* ' : •■'^:■:?:;^'iv::^v;^:•, 



1 



NOTE: 

Before using with digital connection, install (Plug in) Graphic Accelerator Board (included within projector) into i 
bus slot of the computer and set up the computer following instructions in the Graphic Accelerator Board packag 

COMPUTER 




MONITOR CABLE 

(NOT PROVIDED} 



GRAPHIC 
ACCELERATOR 

BOARD 



SERIAL PORT 
INPUT 



PS/2 PORT 
INPUT 



INSTALL (PLUG) 
INTO PCI BUS SLOT 



COMPUTER 
AUDIO OUTPUT L 



ANALOG 
OUTPUT 

DIGITAL 
OUTPUT 




DIGITAL FLAT 
PANEL CABLE 

(PROVIDED) 



AUDIO CABLE 
(NOT PROVIDED) 





MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLE 
(NOT PROVIDED) 




MOUSE CABLE FOR 
PS/2 PORT 
(PROVIDED) 



AUDIO 
INPUT 




AUDIO CABLE 
(NOT PROVIDED) 

SPEAKER 

OUT 



Speaker (L) 



COMPUTER 

AUDIO OUTPUT 



Speaker (R) 



OOOQO 



Amp. 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outlet Turn the projector and peripheral equipment on before the computer is switched on. 



CONNECTING THE PROJECTOF 



IBM-COMPATIBLE LAPTOP COMPUTER 







COMPUTER 




SERIAL PORT 
INPUT 



PS/2 PORT 
INPUT 



COMPUTER OUTPUT 
(DB1 5-PIN TYPE) 



COMPUTER 
AUDIO OUTPUT 




VGA CABLE 
{PROVIDED) 



AUDIO CABLE 
(NOT PROVIDED) 




COMPUTER 

INPUT 1 



MOUSE CABLE FOR 
PS/2 PORT 
(PROVIDED) 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLE 
(NOT PROVIDED) 





CONTROL PORT 
OUTPUT 1 



AUDIO CABLE 
(NOT PROVIDED} 

SPEAKER 
OUT 



Speaker (L) 



Speaker (R) 



AUDIO 
INPUT 



,6 ,0 



Amp. 



When connecting the cable, the power cords of both the projector and the externa! equipment should be 
disconnected f rom AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 



1 



CONNECTING THE PROJECTOR 



CONNECTING AN IBM -COMPATIBLE LAPTOP COMPUTER 
(DIGITAL INPUT CONNECTION) 



NOTE: This connection need optionally sold Graphic Accelerator PC card. 
For this information, contact to your authorized dealer. 



COMPUTER 



Before using with digital connection, install (Plug in) Graphic 
Accelerator PC card into card bus slot of the computer and set up 
the computer following instructions in the Graphic Accelerator PC 
card package. 



GRAPHIC 
ACCELERATOR 

PC CARD 



DIGITAL FLAT 
PANEL CABLE 

(PROVIDED) 




COMPUTER 

INPUT 1 



Speaker (R) 



AUDiO 
INPUT 



oooo 



Amp. 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should b 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 



CONNECTING THE PROJECTOR 




COMPUTER 
OUTPUT 
(BNC TYPE x 5} 



BNC CABLE x 5 
(NOT PROVIDED) 



MONITOR CABLE 
(MOT PROVIDED) 



ADB PORT ADB PORT 
INPUT INPUT 



COMPUTER 
OUTPUT 



COMPUTER 
AUDIO OUTPUT L 



COMPUTER 

AUDIO OUTPUT 1 or 2 



SERIAL PORT CABLE 
(NOT PROVIDED) 



AUDIO 
INPUT 




MOUSE CABLE FOR 
ADB PORT 
(PROVIDED) 



. oooo \{~} 
I oooo \_y 



Set the dip switches as shown in the table below depending on 
the RESOLUTION MODE that you want to use before you turn 
on the projector and computer. , 



COMPUTER 
INPUT 2 



MONITOR 
OUTPUT 



VGA/MAC ADAPTER 



SW1 ~ SW6 r 0 - 





OFF 



I 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outlet, Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECTOR 



fERBOOK COMPUTER 



COMPUTER 




ADB PORT 
INPUT 



NOTE: The Macintosh PowerBook requires the use of the PowerBook 
Adapter shipped with the PowerBook. 

VGA'MAC ADAPTER 
(PROVIDED) 



ADB PORT 
INPUT 



COMPUTER 

OUTPUT 



COMPUTER 
AUDIO OUTPUT 




VGA CABLE 
(PROVIDED) 



COMPUTER 
1 



COMPUTER 
AUDIO INPUT 1 



SERIAL PORT CABLE 
(NOT PROVIDED) 



AUDIO 
INPUT 





MOUSE CABLE FOR 
ADB PORT 
(PROVIDED) 



AUDIO CABLE 
(NOT PROVIDED) 



SPEAKER 
OUT 



OO SO A- 

Iq-qqo j 



Amp. 



Speaker { 



Speaker (R) 



Set the dip switches as shown in the table below depending on 
the RESOLUTION MODE that you want to use before you turn 
on the projector and computer. 




VGA/MAC ADAPTER 
JQ- 




NOTE: When connecting the cable, the power cords of both the projector and the external equipment should b* 
disconnected from AC outlet Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECT! 



CONNECTING THE PROJECTOR 




if|l$|I^^^ x 3 



Connect to the video outputs of a VCR, video disc player, DVD player, video camera, satellite TV tuner or other AV 
equipment. Connect video output from AV equipment to these jacks using the BNC cables. 

The video input can be connected 3 types of signals; "COMPOSITE VIDEO", "Y/C SEPARATE VIDEO" and COMPONENT 
VfDEO {Y, Cb (B-Y), Or (R-Y)}. 

Set VIDEO SOURCE of each video input (VIDEO IN-1 or VIDEO IN-2) to input video matter. (Refer to "VIDEO SOURCE 
SELECT" operation on page 44). 



s 



JACKS (1 and 2) 



The Video input includes an extra video input jack marked S-VfDEO to allow connection to an S-VHS format VCR that has 
separate Y/C video signals. The S-VIDEO jack has priority over the VIDEO jack. 



f 



Connect to the audio outputs of a VCR, video disc player, DVD player, video camera, satellite TV tuner or other AV 
equipment. Use RCA type audio cable for connection. 

# If the audio signal from the AV equipment is stereo, be sure to connect the right and left channels to the respective right 
and left audio input jacks. 

♦ If the external audio signal is monaural, connect it to the left jack. 

fL^ft=i$^ V.O'--v-.^."': ..■ <s ,,- .■ - . : ■" | 

^^^^^ 



iese jacks will contain the video information of the selected program source being viewed on the screen (Video 1 or 
^Ideo 2). If you have selected program source Video 2 the video signal connected to the Video 2 video input jack will be 
available at the video monitor output jacks. If you select program source "Computer 1" or "Computer 2, the video signal 
connected to the Video 1 video input jack will be available at the video monitor output jacks. 
Use BNC cable for connection. 



The Video monitor output includes an extra video input jack marked S-VIDEO to allow connection to an S-VHS format VCR 
that has separate Y/C video signals. The S-VIDEO jack has priority over the VIDEO jack. 



TO THE AUDIO 



i : . . ' .•.,„„ 



These jacks will contain the audio information of the selected program source being viewed on the screen (Video 1 or 
Video 2). If you have selected program source Video 2 the audio signal connected to the Video 2 audio input jack will be 
available at the audio monitor output jacks. If you select program source "Computer 1" or "Computer 2", the audio signal 
connected to the Video 1 audio input jack will be available at the audio monitor output jacks. 
Use RCA type audio cable for connection. 

• If the audio input of the audio equipment is stereo, be sure to connect the right and left channels to the respective right 
and left jacks. 

• If the audio input of the audio equipment is monaural, connect it to the left jack. 
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CONNECTING THE PROJECTOR 





* '* 






■ 


— _ 












IPMENT 






111 



• VIDEO EQUIPMENT 



Video Cassette Recorder 



DVD Player 
Video Disc Player 



Satellite 
TV Tuner 





Video Camera 




VIDEO Y C Cb(B-Y) Cr (R-Y) 

OUTPUT OUTPUT OUTPUT OUTPUT OUTPUT 
(BNC) (BNC) (BNC) (BNC) (BNC) 



S- VI DEO AUDIO 
OUTPUT OUTPUT 




VIDEO Y C 
INPUT INPUT INPUT 

(BNC) (BNC) (BNC) 



MONITOR 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should h 
disconnected from AC outlet. Turn the projector on before the peripheral equipment is switched on. 
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BEFORE OPERATION 
^ — — - 




LAMP REPLACEMENT INDICATOR 

Light is orange when the Lamp life draws to an end. 

TEMPERATURE WARNING INDICATOR 

Flashes red when internal projector temperature is too high, 

READY INDICATOR 

Light is green when projector lamp is ready to be turned on. 

LAMP POWER INDICATOR 

Light is dim when the projector is on. 

Light is brightened when the projector is in stand-by mode. 

VOLUME BUTTONS 

Used to adjust volume. 

ZOOM BUTTONS 

Used to operate power zoom lens. 

FOCUS BUTTONS 

Used to operate power focus system. 

LENS SHIFT BUTTONS 

Used to operate power iens shift. 

POWER ON/OFF BUTTON 

Used to turn the projector on or off. 

MODE BUTTON 

Used to select source. 

(Computer 1 , Computer 2, Video 1 or Video 2 Input) 

AUTO IMAGE BUTTON 

Used to operate the AUTO IMAGE adjustment. 

MENU BUTTON 

This button will activate the MENU operation. 

Use this button, the POINT UP/DOWN/LEFT/ RIGHT buttons and the SELECT button to make adjustments to 
projector's setting In MENU operation. 

NORMAL BUTTON 

Used to reset to norma! picture adjustment preset by factory, 
POINT U P/DO WN/LEFT/R IG HT BUTTONS 

To select an item on the MENU that you want to adjust. To select an item, move the arrow by pressing th 
buttons (UP, DOWN, LEFT or RIGHT). 

SELECT BUTTON 

This button has different functions depending on when used. This button is used to execute the item selected 
increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 



BEFORE OPERATION 



OPERATION OF THE REMOTE CONTROL 



he 



ise 



to 



This remote control unit is not only able to operate the projector but also usable 
as a wireless mouse for a PC. One pointing pad and two click buttons are used 
for wireless mouse operation. 

Wireless mouse is usable when PC mouse pointer is displayed on the screen. 
When the menu or indicator of the projector is displayed on the screen instead 
of the PC mouse pointer, the wireless mouse cannot be used. 

NOTE: To use the unit as a PC wireless mouse, connect the projector to the 
PC with the attached cable. Signals from the projector are transmitted 
to the PC, enabling the remote control unit of the projector to be used 
as a PC wireless mouse. (Refer to "CONNECTING THE PROJECTOR" 
in pages 1 5 to 20 for the connection.) 



LASER POINTER button 

This remote control emits a laser beam light as the Laser 
Pointer from the Laser Light Window. 

When the LASER POINTER button is pressed, laser light goes 
on: when the button is released, light goes off. 
Laser light is emitted with the RED light indicating that the 
Saser beam is being emitted. 

The laser emitted is a class H laser; therefore, do not look into 
the laser fight window or shine the laser beam on yourself or 
other people. The three marks to the right are the caution 
labels for the laser beam. 

\UTION-use of controls or adjustments or performance of 
-procedures other than those specified herein may result in 
hazardous radiation exposure. 




LASER LIGHT WINDOW 




AVOID EXPOSURE-LASER 
RADIATION IS EMITTED 
FROM THIS APERTURE 



CAUTION 



LASER RMHKFK»#- 

D0 NOT SiAREIfiO BEAM 



MAX OUTPUT :1JriW 
WAVE LENS~H .; 888i2te 
CLASS Jl USER PRODUCT 



part 1D4ai& 



iA^R RADIATION 



CUSS 2 USSR PRODUCT 

flOHTWOBiSSWi BUCKS* 
JJ8RKUSSE2 

mxmm :ira$ 
wave length (aao -.msam 




SIDE 



LASER POINTER 
button 
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COMPUTER SELECT BUTTON 

: Used : to setect computer mode. (Computer 1 or Computer 2 Input) 
VIDEO SELECT BUTTON 

Used to : select video mode, (Video 1 or Video 2 Input) 
POWER ON/OFF BUTTON 
Used to turn the projector on or off, 

VOLUME BUTTONS 

Used to adjust volume. 
ZOOM BUTTON 

Used to select power zoom lens adjust 
P-TMER BUTTON 

Used to operate the P-TiMER function. 
FOCUS BUTTON 

Used to select focus adjust. 
FREEZE/NO SHOW BUTTON 

Used to freeze on-screen image or change the screen into black image. 

SOUND MUTE BUTTON 

Used to mute sound. 

LENS SHIFT BUTTON 

Used to select power lens shift. 

CURSOR BUTTON 

.Used to. display CURSOR on the screen. 
AUTO IMAGE BUTTON 
Used to operate the AUTO IMAGE adjustment. 
MENU BUTTON 

This button will activate the MENU operation. Use this button, the POINT UP/DOWN/LEFT/RIGHT button ar 
SELECT (REAR CLICK) button to make adjustments to the projector's setting in MENU operation. 
NORMAL BUTTON 

Use to reset to normal picture adjustment preset by factory. 
POINTING PAD (POINT UP/DOWN/LEFT/RIGHT BUTTON) 
When in use as a remote for the projector 

To select an item on the MENU that you want to adjust. To select an item, move the arrow by pressing thi 
upward, downward, leftward or rightward. 

Used to operate power zoom lens, power focus system or power lens shift by pressing the pad either upw* 
downward. 

When in use as a wireless mouse 

Used to move the pointer. The pointer is moved according to the direction you are pressing. 
LASER BUTTON 

When this button is pressed, laser light goes on: when the button is released, light goes off. 

FRONT CLICK BUTTON 

When In use as a remote for the projector 

Used to compress the image in D.ZOOM mode. 

When in use as a wireless mouse 

This button has the same function as the right button in a PC mouse. 

DIGITAL ZOOM BUTTON 

Used to select digital zoom function. 

SELECT {REAR CLICK) BUTTON 

When in use as a remote for the projector. 

This button has different functions depending on when used. This button is used to execute the item selects 
increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 
When in use as a wireless mouse 

This button has the same function as the left button in a PC mouse. 



Control Battery Installation 



Slide the batteries info the 
compartment. 



For correct polarity (+ and - 
terminal), be sure the battery 
terminals are in contact with the 
pins in the compartment. 



Replace the compart men! lid. 



i remote control toward the projector (Receiver window) whenever pressing the buttons, 
smote control is about 18.4" (5m) and 60° front and rear of the projector. 



I mum operating rang 




^ ; c> insure safe operation, please observe the following precautions : 

A • Use (2) AA type alkaline batteries. 

• Change two batteries at the same time. 

0 Do not use a new battery with a used battery. 

# Avoid contact with water. 

• Do not drop the remote control unit. 

♦ H batteries have leaked on the remote control 

i'.vi re fully wipe the case ciean and load new batteries. 



BEFORE OPERATION 



if \ ; 



WIRELESS/WIRED REMOTE CONTROL UNIT 




WIRED REMOTE JACK 

When using the wired remote control, connect the 
remote cable to this jack. 

COMPUTER SELECT BUTTON 

Used to seiect computer mode. 
(Computer 1 or Computer 2 Input) 

VIDEO SELECT BUTTON 

Used to select video mode. {Video 1 or Video 2 Input} 

POWER ON/OFF BUTTON 

Used to turn projector on or off. 

VOLUME BUTTONS 

Used to adjust volume. 

ZOOM BUTTONS 

Used to operate power zoom lens. 

FOCUS BUTTONS 

Used to operate power focus system. 

SOUND MUTE BUTTON 

Used to mute sound. 

LENS SHIFT BUTTONS 

Used to operate power lens shift. 

P-TIMER BUTTON 

Used to operate the P-TIMER function. 

AUTO IMAGE BUTTON 

Used to operate the AUTO IMAGE adjustment. 




MENU BUTTON 

This button will activate the MENU operation. 

Use this button, the POINT UP/DOWN/LEFT/RIGHT buttons and the SELECT button to make adjustments tc 
projector's setting in MENU operation. 

POINT UP/DOWN/LEFT/RIGHT BUTTONS 

To select an item on the MENU that you want to adjust. To select an item, move the arrow by pressing tr 
buttons (UP, DOWN, LEFT or RIGHT). 
FREEZE/NO SHOW BUTTON 

Used to freeze on-screen image or change the screen into black image. 
SELECT BUTTON 

This button has different functions depending on when used. This button is used to execute the item selectee 

increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 

DIGITAL ZOOM BUTTON 

Use to select digital zoom function, 

NORMAL BUTTON 

Used to reset to normal picture adjustment preset by factory. 
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BEFORE OPERATION 



REem^e Control Battery installation 



-I I '..com partm sal -lid.' BWB-B-y 




Siide.the batteries into the 
ni. 



} Note ; For correct polarity (> and - 
terminal), be sure the battery 
terminals are in contact with the 
pins in the compartment. 



\ 



© 





The remote control unit can be used as wireless or wired remote control. 



the 



Point the remote control toward the projector 
(Receiver window) whenever pressing the buttons. 
Maximum operating range for the remote control is 
about 16.4' (5m) and 60 c front and rear of the 
^ojector. 






■ & 0 




L 








I ooooo 


/ 





60° 



to 



Connect a remote control cable to R/C jacks located on the wireless/wired 
remote control unit and the side of the projector. 

To insure safe operation, please observe the following precautions : 



Use (2) AA type alkaline batteries. 

Change two batteries at the same time. 

Do not use a new battery with a used battery. 

Avoid contact with water. 

Do not drop the remote control unit. 

If batteries have leaked on the remote control, 

carefully wipe the case clean and load new batteries. 





WIRED REMOTE 
CABLE 



21 



BEFORE OPERATION 



OPERATING ON-SCREEN MENU 



You can control and adjust this projector through the ON-SCREEN MENU. Refer to the following pages 
operate each adjustment in the ON-SCREEN MENU. 




MOVING THE POINTER 



Move the pointer (see the NOTE below) by pressing POINT 
button(s) on the TOP CONTROL or on the 
CONTROL. 



2 SELECT THE ITEM 



Select the item by pressing SELECT (REAR CLICK) button. 

NOTE : Pointer is the icon on the ON-SCREEN Menu to 
select the item. See the figures on the section 
"FLOW OF ON-SCREEN MENU" below. 



TOP CONTROL 



menu 

o 

norma! 



POINT BUTTONS 



Used io move the 
Pointer UP/ DOWN/ 
RIGHT/ LEFT. 



O : 




SELECT BUTTON 



Used to select the item- 



WIRELESS REMOTE CONTROL 




POINT BUTTON 



Used to move the 
Pointer UP/ DOWN- 
RIGHT/ LEFT. 



SELECT BUTTON 



Used to select tm item. 



WIRELES&WIRED REMOTE CONTROL 




SELECT BUTTON 



Used to select the Hem. 



f»CHHT BUTTONS 



Used to move the 
Pointer UP/ DOWN/ 
RIGHT/ LEFT. 



FLOW OF ON-SCREEN MENU 



Display ON-SCREEN ftftENU 



Press MENU button to display the ON-SCREEN MENU 
(MENU BAR}. The red frame is the POINTER. 



Select the Item 



■J Move the POINTER (red frame) to the ITEM ICON that 
you want to select by pressing POINT RIGHT / LEFT 
buttons. 

3 Select the ITEM by pressing SELECT {REAR CLICK) 
3 button. The dialog box of the ITEM appears. 



Control and adjust through ON-SCREEN MENU 



Move the POINTER downward by pressing POINT 
DOWN button. {The shape ot the POINTER becomes 
an arrow.) 



5 



Move the POINTER to the ITEM that you want to adjust 
and adjust the ITEM by pressing SELECT (REAR 
CLICK) button. 

Refer to the following pages for details of respective 
adjustments. 



MENU BAR 



5CREEH 





BEFORE OPERATION 




MODE MENU 



Used 1o select 
the Computer 
input mode. 
Oteterto P36) 




m BAR IN COMPUTER MODE 



Press MENU BUTTON while in Computer mode. 



Used to adjust Fine 
sync, Total dots, 
and Picture Position 
automatically. 
(Refer to P41 ) 



PC ADJUST MENU 



Used to adjust the 
parameters to 
match with the input 
signal format. 

(Refer to P38, 39} 



SETTING MENU 



Used to set the Display 
Menu and reset Lamp 
Replacement Monitor 

Timer, 

(Refer to P48. 49) 



LANGUAGE MENU 



Used to select 
the language 



Menu. 

(Refer to P49) 



SYSTEM MENU 



Used to select a 
computer 
system, 
(Meter to P36) 



IMAGE MENU 



Used to adjust the 
computer image. 
[Fine sync / Total dots / 
White Balance / Contrast 
/ Brightness / Sharpness] 
(Refer to P4G) 



POSITION MENU 



Used to adjust 
the position of 
the image. 

(Refer to P42) 



SCREEN MENU 



Used to adjust the 
size of the image. 
(Refer to P43) 



SOUND MENU 



Used to adjust 
or mute the 
Volume, 
(Refer to P35) 



mm bar m video mode 



Press MENU BUTTON while in Video mode. 



galls 



MODE MENU 



Used to select 
the Video input. 
(Refer to P44) 



IMAGE MENU 



Used to adjust the picture image. 
[Co for / Tint / White Balance / 
Contrast / Brightness/ Sharpness 
(Refer to P46) 



Same function as the 
Computer Mode. 




Used to seiect a 
coSor system of the 
selected video 
source. 
(Refer to P45) 



Used io select a video 
5.0ijrce among 
[(Video), {Y r C) and 
(Y, Cb : Cr)]. 
(Refer to P44) 



SCREEN MENU 



Used to set the size 
of the image either 
Regular or Wide. 




NINGO 




TO TURN ON THE PROJECTOR 




Connect the projector to a source (Computer, VCR, Video Camera, Video Disc Player, etc.) using the approprh 
terminals on the side of the projector (See "CONNECTING THE PROJECTOR" section on pages 13-22}, 

Connect the projector's AC power cord into a wail outlet and torn the MAIN ON/OFF switch {located on the side of 1 
projector) to the ON position. The LAMP POWER indicator will light RED, the READY indicator will light GREEN. 

Press the POWER ON/OFF button on the remote control unit or on the projector to 
ON. The LAMP POWER indicator light will dim and the cooling fans will operate. The 
wait display appears on the screen and the count-down starts (30-29-28-... 1). The 
signal from the source appears after 30 seconds. 




Press the POWER ON/OFF button on the remote control unit or on the projector. 
The "Power off ?" appears on the screen. Press again the POWER ON/OFF button 
to turn OFF the projector. The LAMP POWER indicator will light bright and READY 
indicator will turn off. The cooling fans will operate for 90 seconds after the projector 
is turned off. (During this "cooling down" period, the projector cannot be turned on.) 
The READY indicator will light green again and the projector may be turned on by 
pressing the POWER ON/OFF button. To power down completely, turn the MAIN 
ON/OFF switch (located on the side of the projector) to the OFF position. 




TO MAINTAIN THE LIFE OF THE LAMP, ONCE YOU TURN THE 
PROJECTOR ON, WAIT AT LEAST 5 MINUTES BEFORE TURNING IT 
OFF. 



When the Power Management function is ON, the Projector detects the signal interruption and turns the Projection Lamp 
automatically. Refer to "Power Management" on page 48. 

When the TEMPERATURE WARNING indicator flashes red, the projector is automatically turned off. Wait at least 5 minutes bet 
turning the projector on again. 

When the TEMPERATURE WARNING indicator continues to flash, follow procedures below: 

1 . Turn the MAIN ON / OFF SWITCH to OFF and disconnect the AC power cord from the AC outlet. 

2. Check the air filters for dust accumulation. 

3. Clean the Air Filter. (See ' AIR FILTER CARE AND CLEANING" section on page 51.) 

4. Turn the Projector on again. 

If the TEMPERATURE WARNING indicator should stiif continue to flash, contact the sales dealer where you purchased this projec 
or service center. 



NOTE: The Cooling Fan may work for cooling while the projector is turned off. When the Cooling Fan 
working, TEMPERATURE WARNING INDICATOR flashes red. 



BASIC OPERATION 



ADJUSTING THE IMAGE 



ZOOM ADJUSTMENT 



Use Top control and Wireless/Wired remote control unit. 

Press the ZOOM (A) or (T) button to obtain your desired picture size. For a larger 
picture, press (A) and for a smaller picture, press (▼). 

Use Wireless remote control unit. 

Press the ZOOM button and press POINT UP/DOWN button(s) to obtain your 
desired picture size. The Zoom display will be displayed on the screen for a few 
seconds. For a larger picture, press (UP) and for a smaller picture, press (DOWN). 




Use Top control and Wireless/Wired remote control unit. 

Press the FOCUS (A) or (T) button for a sharper, crisper picture, 

Use Wireless remote control unit. 

Press the FOCUS button and press POINT UP/DOWN button(s) to obtain a 
sharper, crisper picture, The Focus display will be displayed on the screen for a 
few seconds. 




LENS SHIFT FUNCTION 



Use Top control and Wireless/Wired remote control unit. 

D ress the LENS SHIFT (A) or {▼) button to obtain your desired screen position. 

Use Wireless remote control unit. 

Press the LENS SHIFT button and press POINT UP/DOWN button(s) to obtain 
your desired screen position. The Lens shift display will be displayed on the 
screen for a few seconds. 



Illlllliiiiiiil 



DIGITAL ZOOI 



Press the D. ZOOM button on the wireless remote control unit The "D.zoom" 
and the mag nifying-g lass icon is displayed to indicate Digital zoom mode. Digital 
zoom mode can be adjust the image size or pan the image. 
To expand the image size, press SELECT (REAR CLICK) button. The image is 
magnified by degrees (Expand function). 

To compress the image size, press FRONT CLICK button. The size of image is 
reduced by degrees (Compress function). 

To pan the image, press POINT UP/DOWN/LEFT/RIGHT (POINTING PAD) 
button(s). The image move to the direction indicated (Panning function) 
See the page 43 for more detail. 




PiMMAL PICTURE FUNCTION 



The normal picture image level is factory preset on the projector and can be 
restored anytime by pressing the NORMAL button on the projector or on the 
remote control unit. The "Normal" display will be displayed on the screen for a 
few seconds. 



BASIC OPERATION 




Press the FREEZE/NO SHOW button on the remote control unit, and the picture will remain on-screen. This function 
cancelled when the FREEZE/NO SHOW button is pressed again or any other button Is pressed. 
NOTE; Your computer or video equipment is not affected by this function, and will continue to run. 



NO SHOW 




Press the FREEZE/NO SHOW button (on the remote control unit) is twice. The 
screen will change into black image and the "No show*' is displayed on the screen 
for a few seconds. 

This function is canceled when the FREEZE/NO SHOW button is pressed again 
or any other function button is pressed. 



Press the P-TIMER button on the remote control unit The timer display "00:00" 
appears on the screen and the timer starts to count the time (00:00 to 59:59). 
Press again the P-TIMER button to stop the timer. Then press the P-TIMER 
button to cancel the P-TIMER function. 



No show 



00:01 




Press the AUTO IMAGE button on the projector or on the remote control unit. The item(s) indicated "ON" in the AUTC 
IMAGE ADJUSTMENT are adjusted automatically. 

If all the items in AUTO IMAGE ADJUSTMENT are "OFF". AUTO IMAGE SETTING display appears, if you wish tc 
operate the AUTO IMAGE ADJUSTMENT, perform the steps 1 - 3 of "AUTO IMAGE ADJUSTMENT" section on page 41 




Press the CURSOR button on the wireless remote control unit. The CURSOR is 
displayed on the screen. Press POINT UP/DOWN/LEFT/RIGHT (POINTING 
PAD) button(s) to control CURSOR. The CURSOR is moved according to the 
direction you are pressing. Press CURSOR button again, and CURSOR 
disappears. 



BASIC OPERATION 



SOUND ADJUSTMENT 



DIREeliPERATION 



Sound Volume Adjustment 



Press the VOLUME (+/-) button (s) on the Top Control or on the 
Remote Control Unit to adjust the volume. The Volume dialog box 
appears on the screen for a few seconds, 
(+) button to increase the volume, and (-} button decreasing. 



Sound Mute Setting 



Press the MUTE button on the Remote Control Unit to cut off the 
sound. To restore the sound to sis previous level, press the MUTE 
button again or press Volume (+/-) button(s). 



indicates the roughly ievel 
of the volume. 




: ^ . ™l 



Mute On 



— — - — , 



Press the MUTE button to set 

the Mute function On or Off. 



The display disappears after 4 seconds. 



2 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SOUND and press the SELECT (REAR CLICK) button. Another 
dialog box SOUND ADJUST Menu will appear. 

Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the item that you want to select by 
pressing the POINT UP/DOWN buttons. 




Volume 



Move the arrow to A or ▼ of "Volume" by pressing the POINT UP/ 
DOWN buttons. To increase the volume, point the arrow to A and 
then press the SELECT {REAR CLICK) button. To decrease the 
volume point the arrow to ▼ and then press the SELECT {REAR 
CLICK) button. 



Treble 



To adjust the Treble sound, point the arrow to A or ▼ of "Treble" and 
then press the SELECT (REAR CLICK) button. 



Indicate the roughly 
ievel of the item. 




. ^ „■„ .,■ „„ ^ 



Move the arrow to A 
or ▼ and press the 

SELECT (REAR 
CLICK) button. 



Move the arrow to 
the item and then 
press the SELECT 
(REAR CLICK) 



Close the Sound Menu. 



To adjust the Bass sound, point the arrow to A or ▼ of "Bass" and 
then press the SELECT {REAR CLICK) button. 



Built-in SP: 



To disconnect the built-in speaker, point the arrow to Built-in SP. and 
then press the SELECT (REAR CLICK) button. The Built-in SP. 
display is changed Off from On and Internal speaker is disconnected. 



To cut off the audio sound, point the arrow to "Mute" and then press 
the SELECT (REAR CLICK) button. The Mute display is changed On 
from Off and the sound is cut off. To restore the sound to its previous 
volume level, set the Mule to Off. 
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COMPUTER MODE 
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SELECTING COMPUTER MODE 



lilPllilllliisl 



MODE button COMPUTER button 



Press the MODE button on the projector or the COMPUTER button on 
the remote control unit to select Computer 1 , Computer 2 Input. 
The "Computer 1\ or "Computer T display will appear on the screen 
lor a few seconds. 



1 Press the MENU button and the ON-SCREEN MENU will 
1 appear. Press the POINT LEFT/RIGHT buttons to select 

Computer and press the SELECT (REAR CLICK) button. 

Another dialog box COMPUTER MODE Menu will appear. 

J Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the mode either Computer 1 or 
Computer 2, and then press the SELECT (REAR CLICK) button. 

CURRENT MODE DISPLAY 

When selecting the Computer Mode, the Current Mode display 
appears to show the information of the computer being selected. 




Providing the information of the computer detected 
by the projector. 



SELECTING COMPUTER SYSTEM 




This projector automatically tones to most different types of 
computers based on VGA, SVGA, XGA, SXGA or UXGA (refer 
to "COMPATIBLE COMPUTER SPECIFICATION" on page 37). 
When selecting Computer, this projector automatically tunes to 
the incoming signal and projects the proper image without any 
special settings. (Setting of the Computer System may be 
required when connecting some computers.) 
Note : The projector may display one of the following messages. 

The projector cannot discriminate or detect the input 
signal from the computer. Adjust and set the 
computer system manually. (Refer to page 38.) 




Go to PC adj. 



SYSTEM BOX 



Display the SYSTEM being selected, 



The system being selected. 



No signal 



There is no signal input from the computer, 
sure the connection of the computer and the 
projector is set correctly. 
(Refer to TROUBLESHOOTING on page 53.) 

"D-SVGA", "D-XGA", "D- 



The systems on this dialog 
box can be selected. 



If the incoming signal is digital, the "D-VGA", 
SXGA" or "D-UXGA" display appears. 

To set the Computer system manually, select the mode on the 
ON-SCREEN MENU. 




1 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SYSTEM and press the SELECT (REAR CLICK) button. 
Another dialog box COMPUTER SYSTEM Menu will appear. 

Press the POINT DOWN button and a red-arrow icon wiit 
appear. Move the arrow to the system that you want to set, and 
then press SELECT (REAR CLICK) button. 



When this mark is 
displayed as black, more 
computer system modes 
will be available. Move 
the arrow to this mark and 
ihen press the SELECT 
(REAR CLICK) button, 
and the other modes will 
be displayed. 



Close the 
SYSTEM Menu. 



COMPUTER MODE 




VGA1 



VQA2 



VGA3 



VGA5 



VGA7 



MAC13 



SVGA2 



SVGA4 



SVGA6 



SVGAS 



SVGA10 




MAC 16 



XGA6 



XGA8 



XGA12 



MAC19 




640 x 400 



0**M./ x *frM I 



640 x 480 



640 x 480 



640 x 480 



800 x 600 



30 x 600 



800 x 600 



800 x 600 



800 x 600 



800 x 600 



— . — _„__ rn 



832 x 624 



1024x768 



1024x768 




1024x768 




1024x768 60,24 



31.47 

■ * 



31.47 



37.86 



43,269 



34.97 



35.00 



37.88 



53.674 



37.90 
— - — 



38.00 



32.70 
■: ■ - it 



49.72 



48.50 



63.48 



35.522 



59.88 

; 

70.09 



70.09 



72.81 



75: 



85.00 



65.60 



66.67 



60.32 



75.00 



85.06 



61.03 



55.38 



60.51 



60.31 



51.09 



74.55 



60.02 



54.58 



79.35 



86.96 
(Interlace) 



75.08 



^fiecifications are subject to change without notice. 

NOTE: Basically this projector can accept the signal from all 
less than 220 MHz of Dot Clock. 









>i. ■ , 


. 

SXGA1 


, ,1 mi .nn 

1 1 52 x 864 


64.20 


: 70.40 


SXGA2 


1280x1024 




58,60 


SXGA3 


1280 x 1024 


63.90 


80,00 


SXGA4 


1280 X 1024 


63.34 


_59,98-. 


i SXGA5 


1 280 x 1 024 


63.74 


60.01 




1280x 1024 


71,69 , : : 


.§7,19;, : .:: : : : 


SXGA7 


1 280 x 1 024 


81,13 


76.107 


SXGA8 


1280x1024 


63.98 




8XGA9 


1 280 x 1 024 


79.976 


75.025 




1280x960 






SXGA1 1 


4 -* r" jt*\ y\A.A 

11 52 x 900 


61 .20 


65.20 


SXGA12 


■1152 x 900 


71 .40 




SXGA13 


1280 x 1024 


50.00 


86.00 
(Interlace) 


SXQA14 , 


Kill iliiiiilliiiiiilill 


- * 


(Interface^ ■ 


; SXGA15 


1280 x 1024 


63.37 


60.01 


SXGA16 




J AAA . „ «4 A AJ 

; ;1E80 x 1024 


76.97 


: #&00..i;; 


SXGA17 


1 152 x 900 


61.85 


66.00 


SXGA18 


1280 x 1024 


46.43 


: .;S&70 : / 


SXGA19 


1 280 x 1 024 


63.79 


60.18 


SXOA20 


1280 x 1024 


91 146 




MAC21 


1 152 x 870 


68.68 


75.06 










MAC 


1 280 x 1024 


80.00 


75.08 




1 oUU X 1 ddUU 


-ft- ■ 




UXGA2 \ 


1 600 x 1200 


81.25 


65.00 


UXGA3 


1 600 x 1200 


87.50 




UAun't 


1 roo if 1 poo 

I UUU A I <C\J\J 


yo. / ou 


/ O.UU 




768x576 


5 5 




RGB 


640 x 480 


15.734 


60.00 

(Interlace) 


HDTV720p 


1 280 x 720 


45.00 




HDTV1035I 


1920 x 1035 


33.75 


60.00 
(Interlace) 


HDTV1080i 


1920 x 1080 


33.75 ■ 





I 



computers with the above mentioned V ? H-Frequency and 



COMPUTER MODE 




This Projector can automatically tune to the display signals from most personal computers currently distributed. 
However, some computers employ special signal formats which are different from the standard ones and may 
not be tuned by the Multi-Scan system of this projector, If this happens, the projector cannot reproduce a proper 
image and the image may be recognized as a flickering picture, a non-synchronized picture, a non-centered 
picture or a skewed picture. . 
This projector has a PC ADJUSTMENT function to enable you to precisely adjust several parameters to match 
with those special signal formats. This prelector has 8 independent memory areas to memorize those 
parameters manually adjusted- This enables you to recall the setting for a specific computer whenever you use 
it. 

Note ; This PC ADJUSTMENT function will be skipped when the incoming signal is digital. 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT RIGHT/LEFT button to select PC 
ADJUST and press the SELECT (REAR CLICK) button. Another 
dialog box "Where io reserve" Menu will appear, 

in this dialog box, you can store the parameter into the area from 
"Mode r to "Mode 8," When memorizing the new computer 
parameter, select the Mode with the message Tree" by pressing 
the POINT UP/DOWN button and the SELECT (REAR CLICK) 
button. To change the parameters of the Mode previously set, 
select the Mode with "Stored/ 1 

When the Mode is selected, Parameter adjustment dialog box 
appears. Move the arrow to the item that you want to change by 
pressing the POINT UP/DOWN button, and adjust each item by 
pressing the SELECT (REAR CLICK) button to match with your 
computer, 

Move the arrow to "Stored" and press the SELECT (REAR 
CLICK) button. The parameter is memorized in the selected 



To activate the Mode manually adjusted in this PC 
ADJUSTMENT Menu, select the Mode at the SYSTEM SELECT 
Menu. (Refer to page 36.) 




This Mode has 
parameters being 
stored. 



The Vacant Mode. 

Manual sel Compute 
Mode (1 to 8). 






- -•• - ■ 



Move the arrow to A c 
V and press SELECT 
(REAR CLICK) button. 





COMPUTER MODE 



Tota Mines 



The number of the total vertical lines. Adjust the number to match 
the image of your personal computer. 



Totaidote 



The number of the total dots in one horizontal period. Adjust the 
number to match the image of your computer. 



Horizontal / Vertical 



Adjustment of the horizontal or vertical picture position. When the 
image is not centered on the screen, adjust each of those items, 



Clamp 



Adjustment of the clamp level. When the image has a dark bar(s), 
try this adjustment 



Fine sync 



Adjust the picture as necessary to eliminate flicker from the display. 



Display area 



Adjustment of the area displayed with this projector. Select the 
resolution at the Display area dialog box, or adjust the number at the 
column of "H" or "V" to match the resolution of the image. 



Horizdntai Sirale / Vertical Scale 



Adjustment of the horizontal height or vertical width of the image. 

NOTE : The Display area, the Horlz. scale and the Vert, scale 
cannot be adjusted when "HDTV1035i" or "HDTV1080i" is 
selected on the SYSTEM MENU (P24 and 25). 



each of the keys operates as follow. 



Reset 



Mode free 



Stored 



Quit 



Recalls the parameter data that was previously 
adjusted. 

Clears the parameter data previously set. 
Stores the parameters in the memory. 
Closes the PC ADJUST Menu. 




Point the arrow at the Display area and press 
the SELECT (REAR CLICK) button. The 

Display area dialog box appears. 
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COMPUTER MODE 



PICTURE IMAGE ADJUSTMENTS 



1 




Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select IMAGE 
and press the SELECT {REAR CLICK) button. Another dialog 
box PICTURE IMAGE ADJUSTMENT Menu will appear. 

2 Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the function that you wan! to select 
and then press SELECT (REAR CLICK) button. 



Adjust the picture as necessary to eliminate flicker from the display. 
(From 0 to 127.) 



Total dots 



The number of the total dots in one horizontal period. Adjust the 
number to match your PC image. 



White balance (Red / Green / Blue) 



Move the arrow to the color that you want to adjust. Point to ▼ to 
tighten the color and select A to deepen the color. {From 0 to 63,} 



Corrtrast 



Point to V to decrease contrast, and select A to increase contrast. 
{From 0 to 63,} 



Brightness 



Point to V to adjust the image darker, and seiect ▲ to adjust 
brighter, (From 0 to 63.) 



Sharpness 



Point to ▼ to soften the image, and select A to sharpen the image. 
(From 0 to 31.} 




81 m 



« 4 



Eregi 




( Stored ~") 



Move the arrow to 
A or T and press 
SELECT (REAR 

CLICK) button. 



/ 

Close the PICTURE IMAGE 
ADJUSTMENT Menu, 

NOTE : This menu cannot be operated when the. 
incoming signal is digital or "RGB/ 
"HDTV72QP," "HDTVl035i" or "HDTV1080i' 
is selected on the SYSTEM MENU (P3€ 
and 37). 



j f 



Reset 



Each of the keys operates as follow. 

• Recalls the data previously adjusted. 

• Stores the adjusted data in the memory. 

• Closes the PICTURE IMAGE ADJUSTMENT Menu. 



Stored 



Quit 



COMPUTER MODE 



— It * 



The normal picture level is preset on this projector at the 
factory and can be restored anytime you press the NORMAL 
button (located on the Top Control or on the Remote Control 
Unit). The "Normal" display will be displayed on the screen for 
a few seconds, 





AUTO IMAGE ADJUSTMENT 



The Auto Image fadjustment is provided to automatically adjust Fine sync, Total dots, and Picture Position for 
most computers. 

J Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select AUTO 
IMAGE and press the SELECT (REAR CLICK) button. 
Another dialog box AUTO IMAGE Menu wiii appear. 



AUTO IMAGE 



SVQA1 



M BS M M 



2 Move the arrow to an item that you want to adjust by pressing 
the POINT UP/DOWN button. Change the setting On or Off by 
pressing the SELECT (REAR CLICK) button. 



Fine sync 



Adjust the picture as necessary to eliminate flicker from the display. 
This item can be adjusted manually. (Refer to page 40.) 



Total dots 



The number of the total dots in one horizontal period. This item can 
be adjusted manually. (Refer to page 40.) 



Position 



Adjustment of the position of the image. This item can be adjusted 
manually, (Refer to page 42.) 

J Move the arrow to "Go!" and press the SELECT (REAR CLICK) 
button to start the Auto Image adjustment. 
This adjustment can be executed by pressing AUTO IMAGE 
button on the Projector or on the Remote Control Unit. 



Stored 



Got 



Quit 



Stores the On/Off setting of each item. 

Starts the Auto Image Adjustment. 

Closes the AUTO IMAGE ADJUSTMENT Menu. 




Starts the adjustment 
on the item set to "On". 



Terminates the PICTURE 
IMAGE ADJUSTMENT Menu 




Move the arrow to the 
item and then press 
the SELECT (REAR 
CLICK) button. 



NOTE : This menu cannot be operated when the incoming signal is digital or "RGB," "HDTV720p," "HDTV10351" or 
"HDTYi080r is selected on the SYSTEM MENU (P36 and 37). 

The Fine sync, Total dots, and Picture Position of some computers may not be fully adjusted with the Auto Image 
Adjustment. In that case, manual adjustment is required to make fine image. (Refer to page 40 to adjust "Fine 
sync." or "Total dots" and page 42 to adjust Picture Position.) 
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COMPUTER MODE 



PICTURE POSITION ADJUSTMENT 




The position of the image can be adjusted vertically and horizontally through PICTURE POSITION 
ADJUSTMENT. 

7 Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
POSITION and press the SELECT (REAR CLiCK} button. The 
PICTURE POSITION dialog box will appear. 

2 Select the arrow to the direction (described as <>, , ff or -0- ) 
that you want to adjust by pressing the POINT UP/DOWN/ 
LEFT/RIGHT buttons, and then press the SELECT (REAR 
CLICK} button. 

Each of the keys operates as follow. 

* Recalls the setting data previously set. 

* Stores the setting data in the memory. 

* Closes the PICTURE POSITION Menu. 




Reset 



Stored 





( 


Reset 


) 


( 


Sttirod 


) 


f 


Quit 


) 



Select the arrow to 
direction (described 
«=■ , ^ ft or .4 },; 
then press the SELE 
(REAR CLiCK) button 



Quit 



COMPUTER MODE 



PICTURE SCREEN ADJUSTMENT 



This projector has a picture screen resize function, which enables you to display the desirable image size, 

J Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SCREEN and press the SELECT {REAR CLICK) button. 
Another dialog box PICTURE SCREEN Menu will appear, 

2 P'ess the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the function that you want to select 
and then press .SELECT (REAR CLICK) button. 



To make the image into its original size, select True in the dialog box. 
When the original image size is larger than the screen size (1280 x 
1024), the image can be panned by pressing the POINT 
UP/DOWN/LEFT/RIGHT buttons. 



pigitatZpom 



To adjust the image size or pan the image, select Digital zoom in the 
dialog box. The ON-SCREEN menu and SCREEN ADJUST menu 
disappears, and the magnifying glass icon and the message "D. 
Zoom" is displayed. 

This projector also enters Digital Zoom mode by pressing the Select 
(REAR CLICK) and FRONT CLICK buttons on the Wireless Remote 
Control Unit. 

Refer to the following for operation. 
Expand function 

To expand the image size, press the SELECT (REAR CLICK) 

button. The image is magnified by degrees. 

Compress function 
To compress the image size, press the FRONT CLICK button. The 
size of image is reduced by degrees. 

Panning function 

To pan the image, press the POINT UP/DOWN/LEFT/RIGHT 
buttons. Panning function can work onfy when the image is larger 
than the screen size. 

To cancel Digital Zoom mode, press any button except SELECT 
(REAR CLICK), FRONT CLICK, or POINT button. To adjust the 
image to 1280 x 1024, press NORMAL button. 




Move the arrow to the 
function and press the 
SELECT (REAR CLICK) 
button. 



NOTE 



1 The True and the Digital Zoom cannot be 
operated when 'RGB," "HDTV 10351" or 
"HDTV1080r Is selected on the SYSTEM MENU 
(P36 and 37). 

This projector cannot display any resolution 
higher than 1600 X 1200. If your computer's 
screen resolution is higher than 1600 X 1200, 
reset the resolution to the lower before 
con necting the projector. 

The image data in other than 1280 x 1024 is 
modified to fit the screen size in the initial mode. 

The normal "Panning Operation" may not 
function properly if the computer system 
prepared with the "PC Adjust" is used. 
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DEO MODE 



SELECTING VIDEO MODE 



DIRECT OPERATION 



Press the MODE button on the projector or the VIDEO button on the 

remote control unit to select Video 1 , Video 2 Input. 

The "Video 1", or "Video 2" display wilt appear on the screen for a lew 

seconds. 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
Computer and press the SELECT (REAR CLICK) button. 
Another dialog box VIDEO MODE Menu will appear. 

Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the mode either Video 1 or Video 2 t 
and then press the SELECT (REAR CLICK) button. 



2 



MODE button 



Computer* 
1 



Computer 2 
Y 



JL 



Video 2 



VIDEO button 



Video 1 



1 



* — I Video 2 



Computer ' » : ■■ ■ ■■ 



Hi 



SELECTING VIDEO SOURCE 



This projector automatically detects the signal from the VIDEO 
INPUT JACK(s) or the S-VIDEO INPUT JACK. When those 
jacks are connected at the same time, select the type of Video 
source in VIDEO SOURCE Menu. 

J Press the MENU button and the ON-SCREEN MENU will 
x appear. Press the POINT LEFT/RIGHT buttons to select VIDEO 

SOURCE and press the SELECT (REAR CLICK) button. 

Another dialog box VIDEO SOURCE Menu will appear. 

2 Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the source that you want to select, 
and then press the SELECT (REAR CLICK) button. 



Video 



When connect the composite video output from the video 
equipment to the ViDEO/Y jack, select "Video" in VIDEO 

SOURCE Menu. 

When connect the separate Y/C video output from the 
video equipment to the ViDEO/Y and C jacks, select 
"Y,C" in VIDEO SOURCE Menu. 



This box indicates the 
Video source being 
selected. 



VIDEO 




Auto 


EM | 















Y, Cb, Cr 



When connect the component video output from the 
video equipment to the VIDEO/Y, C/Cb (B-Y) and Cr (R- 
Y) jacks, select "Y, Cb. Cr" in VIDEO SOURCE Menu. 



VIDEO MODI 




SELECTING COLOR SYSTEM 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SYSTEM and press the SELECT (REAR CLICK) button. 
Another dialog box VIDEO SYSTEM Menu will appear. 

Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to "Auto", and then press the SELECT 
(REAR CLICK) button. 



The projector automatically detects the incoming Video system, and 
adjusts itself to optimize its performance. 

When the Video System is PAL-M or PAL-N, select the system 
manually. 



PAL / SEC AM / NTSC / NTSC4.43 / PAL-M / PAL-N 



If the projector cannot reproduce the proper video image, it is 
necessary to seiect a specific broadcast signal format among PAL, 
SECAM, NTSC, NTSC 4.43, PAL-M, and PAL-N. 



This box indicates the 
system being selected- 




Move the arrow to 
the Mode and press 
the SELECT (REAR 
CLICK) button. 



ih* 
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PICTURE IMAGE ADJUSTMENT 



tie MENU button and the ON-SCREEN MENU will 
Press the POINT LEFT/RIGHT buttons to select IMAGE 
press the SELECT (REAR CLICK) button. Another dialog 
PICTURE IMAGE ADJUSTMENT Menu will appear. 

the POINT DOWN button and a red-arrow icon will 
. Move the arrow to the function that you want to select 
press SELECT {REAR CLICK) button. 



Point: lo button to lighten the image, and select A to deepen the 

image. (From 0 to S3.) 



Point to W button to increase purple, and select A to increase green. 
(From D to 63 J 



Move the arrow 

lighten the color 



Contrast 



: to ▼ button to 

contrast, (From 0 to 63.} 



to adjust. Point to ▼ to 

color. (From 0 to 63,} 



to increase Ci 



Point to ¥ button to darken the image, and select A to brighten the 

image. (From 0 to 63.) 



Point to V button to 
image. (From 0 to 31 




Each of the keys operates as follow. 



auit ; Closes the PICTURE MAGE ADJUSTMENT Menu. 



The normal picture level is preset on this projector at the 
factory and can be restored anytime you press the NORMAL 
button (located on the Top Control or on the Remote Control 
Unit). The "Normal" display will be displayed on the screen for 
a tew seconds. 



VIDEO MODE 





PICTURE SCREEN ADJUSTMENT 



This projector has a picture screen resize function, which enables you to display the desirable image size. 

/ Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SCREEN and press the SELECT {REAR CLICK) button. 
Another dialog box PICTURE SCREEN ADJUSTMENT 
DISPLAY will appear. 

J Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the screen size that you want to set, 
and then press the SELECT (REAR CLICK) button. 



Regular 



Normal Video image size with 4x3 aspect ratio. 




Move the pointer to the function and 
press the SELECT (REAR CLICK) 
button. 



Resizes the image for wide screen size with 16x9 aspect ratio. 
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SETTING 



2 



SETTING MENU 



Press the MENU button and the ON-SCREEN MENU will 
appear. Press the POINT LEFT/RIGHT buttons to select 
SETTING and press the SELECT (REAR CLICK) button. 
Another dialog box SETTING Menu will appear. 

Press the POINT DOWN button and a red-arrow icon will 
appear. Move the arrow to the item that you want to set, and 
then press the SELECT (REAR CLICK) button to set it "On" or 
"Off" or press the POINT LEFT/RIGHT button to adjust the 




Blue back 



When this function is "On," this projector will produce a blue image 
instead of the video noise on the screen when the input source is 
unplugged or turned off. 



Display 



This function decides whether to display the On-Screen Displays. 
On — shows all the On-Screen Displays. 

Off sets the On-Screen Displays disappeared except; 

• ON SCREEN MENU 

• "Power off?" message 

• P-TIMER 





Set the Pointer to the item 
and press the SELECT 
(REAR CLICK) button. 



ReverseTTB 



When this function is "On," the top / bottom reversed picture is 
provided to project the image from a ceiling mounted projector. 



Reverse L/R 



When this function is "On," the left / right reversed picture is provided 
to project the image to a rear projection screen. 



Split wipe 



Turn this function "On" in the SETTING menu. The picture will 
change into next one by sliding black image side ways like drawing 
the black curtains when the input source is turned into another one. 



Power management 



This function turns the Projection Lamp off when the projector 
detects signal interruption and the projector is not used for a certain 
period in order to reduce power consumption and maintain the Lamp- 
life. (This projector is shipped with this function OH.) 
Power Management function operates to turn the Projection Lamp off 
when the input signal is interrupted and the projector is not operated 
over 5 minutes. This function operates as follows; 

1. When the signal is interrupted, "No signal* and the counting 
down (5 minutes) display appears. 

2. When the Projection Lamp turned off, the READY indicator 
turns off. The Cooling Fans operate for 90 seconds after the 
Projection Lamp is turned off. (During this "Cooling Down" 
period, the Lamp cannot be turned on.) 

3. When the Lamp has cooled down, the READY indicator flashes 
and the Lamp can be turned on again (Power Management 
mode). 

In this Power Management mode, the Projection Lamp is 
automatically turned on when the input signal connected or the 
projector is operated with any button on the Top Control or on 
the Remote Control. 



Reverse T/B function 





Reverse UR function 






Time left until Lamp off. 
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SETTINC 



This Projector is equipped with USB port for interactive operation between the projector and the computer. Set the mode 
following steps below. 

Wireless Mouse mode 

Select " [JOT] " when controlling the computer with the Remote Control of this projector. 
Projector mode 

Select * [jm] " when controls ing the projector with the computer. 

NOTE: Before you control the projector by computer, install USB driver (optionally sold parts) and set up the computer 
following instruction in the USB driver package. Contact your authorized dealer. 



Bemote boritroi 



This projector has two different remote transmit codes; the factory-set normal code (Mode 1) and the secondary code 
(Mode 2). This switching function prevents the remote control operation mixture Oam) when operating several projectors 
or video equipment together. 

When operating the projector in "Mode 2" both projector and Remote Control must be switched to "Mode T. 

To change the icodje of the ^projector: 

Set the Remote control in the SETTING menu to "Mode 2". 

To change the code of the Remote Control; 

Press both the MENU and the NORMAL buttons on the Remote Control together for over 10 seconds. 
After changing the code, make sure the Remote Control operates properly, 

To return to the normal code {Mode 1 }, operate both projector and Remote Control in the ways above again. 



Lamp replacement monitor timer 



Be sure to reset the Lamp Replacement Monitor Timer when the Lamp Assembly is replaced. When the Lamp 
Replacement Monitor Timer is reset, the LAMP REPLACEMENT indicator stops lighting. 

1 Turn the projector on, and press the MENU button and the ON- 
SCREEN MENU will appear. Press the POINT LEFT/RIGHT buttons to 
select SETTING and press the SELECT (REAR CLICK) button. Another 
dialog box SETTING MENU will appear. 
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Press the POINT DOWN button and a red-arrow icon will appear, 
Move the arrow to "Lamp age* and then press the SELECT (REAR 
CLICK) button. 

^ Move the arrow to replaced lamp number and then press the SELECT 
(REAR CLICK) button. The message "Lamp replace monitor Reset?" is 
displayed. 

^ Select [Yes] to reset the Timer. 

NOTE; Do not reset the Lamp Replacement Monitor Timer, except after 
the lamp is replaced. 




SELECTING LANGUAGE 



The language used in the ON-SCREEN MENU is selectable 
from among English, German, French, Italian, Spanish and 
Japanese. 

J Press the MENU button and the ON-SCREEN MENU wiil 
appear. Press POINT LEFT/RIGHT buttons to select 
LANGUAGE and press the SELECT (REAR CLICK) button. 
Another dialog box LANGUAGE Menu will appear. 

2 Press the POINT DOWN button and a red-arrow icon wiil 
appear. Move the arrow to the language that you want to set, 
and then press the SELECT (REAR CLICK) button. 



«>)) 




English I 








i*^«i«iiiU&'*' 





k Move the Pointer to the 
language that you want 
to set, and then press 
the SELECT (REAR 
CLICK) button. 
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OPERATING WIRELESS MOUSE 



— ^ The Wireless Remote Control Unit is not only able to operate the projector but also usable as a wireless mouse 
tor most Personal Computers. The POINT buttons and the two CLICK buttons are used tor the wireless mouse 
operation. 

I The wireless mouse is available only when PC mouse pointer is displayed on the screen. When the menu or 

\ the indicator of the projector is displayed on the screen instead of the PC mouse pointer, the wireless mouse 

\ cannot be used, 




To use the Wireless Remote Control Unit as the Wireless Mouse for a Personal Computer, installation of the 
mouse driver (not supplied) is required. Make sure that the mouse driver is properly installed in your computer, 
And make sure that the mouse port of the computer connected to Control Port is activated. 
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Connect the mouse port of your computer to the Control Port of 
the projector with the Control Cable. {Refer to page 15 to 20 for 
connection.) 

Turn the projector on first, and then turn on your computer. 
When the computer is switched on first, the Wireless Mouse may 
not work properly. 



Note : When the computer has no 
mouse port, connect the Serial 
Port of the computer to Control 
Port of the projector with the 
Control Cable for Serial Port. 



USING OSB TERMINAL 



USB Terminal can be also used as control port for wireless mouse operation. Connect the USB terminal of the 
computer to USB terminal of this projector with the USB cable (not supplied). In this operation, selecting 
Wireless Mouse Mode on SETTING Menu is required. {Refer to P49). 




When controlling the pointer of the computer, operate the Wireless Mouse with POINT button, SELECT (REAR 
CLICK) button, and FRONT CLICK button on the Wireless Remote Control Unit. 



POINT button 



Used to move the pointer. The pointer is moved corresponding with 
the direction you are pressing. 



SELECT (REAR CLICK) button 



This button has the same function as the left button in a PC mouse. 



FRONT CLICK button 



This button has the same function as the right button in a PC mouse. 
Pressing this button does not affect any operation when in Menu 

mode. 



POINT button (Move the poin 




SELECT (REAR LICK) button FRONT CLICK button 
(left button of the mouse) (right button of the mouse) 
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INDICATOR 



The TEMPERATURE WARNING INDICATOR flashes red when the internal 
temperature of the projector exceeds the norma! temperature. 
Possible causes for the temperature warning may be : 

1 , Ventilation slots of the projector are blocked, In such an event, reposition 
the projector so that ventilation slots are not obstructed. 

2. Air filter is clogged with dust particles. Remove dust from the air fitter by 
following instructions in the Air Filter Care and Cleaning section below. 

il If temperature warning indicator remains on after performing the checks 
listed above, cooling fan/internal circuits may be malfunctioning. Request 
service from an authorized dealer or service station. 




TEMPERATURE 

WARNING 

INDICATOR 



The removable air filter prevents dust from accumulating on the surface of the projection lens and projection mirror. Should 
the air filter become clogged with dust particles, it will reduce the cooling fan's effectiveness and may result in internal heat 
build up and reduce the life of the projector. 



dean the air filter, follow the cleaning procedures below: 
"T Turn the POWER ON/OFF button OFF. 
£. Remove the air filter cover. 

3. Remove the air filter and sponge from the filter cover. 

4. Clean the air filter with a vacuum cleaner. 

£. Replace the air filter and sponge. Make sure that air filter cover is full; 
inserted. 



AIR F 
COVER 




Do not clean with water. Doing so may damage the air filter. 
Do not operate the projector with air filter removed. 



SPONGE 



AIR FILTER 



TO ENJOY PICTURE (MAGE, USE THE PROJECTOR IN THE CLEAN 
ENVIRONMENT. USAGE IN THE CLEAN ENVIRONMENT IS RECOMMENDED. 

When used under the dusty or smoky conditions, dust may accumulate on the liquid 
crystal panel and lens inside it, and may resultantly be projected on the screen together 
with the picture. 

When the above symptoms are noticed contact the place where your authorized dealer 
~- service station for the cleaning. 




AIR FILTER 
COVER 



WHEN THE PROJECTION LAMP OF THIS PROJECTOR DRAWS TO AM END, 
THE LAMP REPLACEMENT INDICATOR LIGHTS YELLOW AND THE 
WARNING MESSAGE' 'LAMP REPLACEMENT" APPEARS AS THE RIGHT 
FIGURE, WHEN THE WARNING MESSAGE IS DISPLAYED. THE PROJECTION 



Replace the Projection Lamp and reset the LAMP REPLACEMENT 

ITOR TIMER" section on 



To erase the warning message for a moment, move the arrow to "YES" 1 

BUTTON(s) and then press the SELECT {REP 
Jure is temporary measure, and the warnir 
i projector is turned on next time. 



CLICK) BUTTON. This 
massage appears again when 





• For continued safety, replace with a lamp assembly of the same type. 

# Allow the projector to coo! for at least 45 minutes before you open the lamp cover. The inside of the : 



Follow these steps t 
1 - Turn off the projector and allow the projector to cool thoroughly. 

2. Disconnect the AC cord from the projector. 

3. Remove 2 screws with a screwdriver and remove the lamp cover 

4. Remove 2 screws with a screwdriver and pull out the lamp 



5. Replace th< 

8, Tighten 4 screws to secure the lamp cover to the lamp assembly. 

7. Connect the detachable AC cord to the projector. 

8. Reset the lamp replacement monitor timer. 

(See ''LAMP REPLACEMENT MONITOR TIMER* section on page 49.) 

NOTE;. Do not reset the LAMP REPLACEMENT MONITOR TIMER* except 



LAMP • 

COVER X \ 



LAMP 




Replacement Lamp can be ordered through your dealer. When ordering the Lamp, give the following- information to \ 

dealer. 



9410/94101 
6 (Proxlma 

Paris No. 610 285 7450} 



No.:LAMP-021) 
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How these steps to clean the projection lens: 

T Apply a non-abrasive camera iens cleaner to a soft, dry cleaning cloth, 
: Avoid using an excessive amount of cleaner- 
Abrasive cleaners, solvents or other harsh chemicals might scratch the lens. 

2 Lightly wipe the cleaning cloth over the iens. 

3, When you don't use the projector, replace the lens cover. 



TROUBLESHOOTING 



Before calling your dealer or service station for assistance, check the matters below once again. 

\, Make sure you have connected the projector to your equipment as described in section "CONNECTING THE 
PROJECTOR" on pages 11 ~ 22. 

2, Check cable connections. Verify that al! computer, video and power cords are properly connected. 

: 3, Verify that power is switched on. 

4. If the projector stiil does not display an image, re-start the computer. 

If the image sttli does not display, unplug the projector from the computer and check the computer monitor's display. 
The problem may be with your graphics controller rather than with the projector. (When you reconnect the projector, 
remember to turn the computer and monitor off before you power up the projector. Power the equipment back up in 
order of: Projector and computer) 

6. if the problem still exists, check the following chart. 




• Plug the projector into an AC outlet. 

• Turn the MAIN ON/OFF switch to ON. 

• Press the POWER ON/OFF switch to ON. 

• Be sure the READY INDICATOR light is ON. 

• Wait 90 seconds after the projector is turned OFF before turning the projector 
back on. 

NOTE; After pressing the POWER ON/OFF button to OFF. The projector functions 
as indicated. 

1 . The LAMP POWER indicator will light and the READY indicator will turn off. 

2. After 90 seconds, the READY indicator will light green again and the projector 
may be turned on by pressing the POWER ON/OFF button. 

• Check temperature warning indicator. If the indicator flashes red, the projector 
cannot be turned on. 

(See "BASIC OPERATION" section on page 32). 

• Check the projection lamp. 

• Replace the lamp cover. (Check the interlock switch inside of the lamp cover.) 



• Adjust the focus. 

• Make sure the projection screen is at least 4.9' (1.5 m) from the projector. 

• Check the projection lens to see if it needs cleaning. 

NOTE: Moving the projector from a cool temperature location to a warm 
temperature location may result in moisture condensation on the lens. In 
such an event, leave the projector OFF and wait until condensation 
disappears. 
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Check Reverse T/B feature, 

(See "SETTING" section on pages 48 - 49). 



Check Reverse L/R feature. 

(See "SETTING" section on pages 48 - 49). 



Check Display feature. 

(See "SETTING" section on pages 48 ~ 49). 



• Check audio cable connection from audio input source. 

• Adjust audio source. 

• Press the VOLUME (+) button. 

• Press the MUTE button. 



• Check the batteries, 

• Make sure nothing is blocking between the remote control sensor and rei 
control unit. 

• Make sure you are not too far from the projector when using the rer 
control unit. {Maximum operate range 16.4 f (5 m}}, 

• Check the transmitted signal mode from the remote control unit 
(See "SETTING" section on pages 48 ~ 49). 



• Check the cable connection between the projector and the computer. 

• Check the mouse setting on your computer. 

• Turn on the projector before you turn on the computer. 



Where to Get Help : 

If you still need help after checking the table above, you 
should call your dealer's technical support line and 
explain your problem. 

If your dealer cannot solve your problem, please call 
Proxima's customer service. The number is ; 



USA or Canada 



Rest of Word 



Europe 
Support 



Phone (800) 447-7692 
FAX (858)457-9647 
Phone (858) 457-5500 

Phone +31-43-358-5210 
FAX +31-43-358-5202 



In the event that your unit is determined to be defectr 
you'll be issued a Return Authorization Number. 

After you've received this number, send the unit, a cc 
of your sales receipt, and a description of the proble 
freight prepaid, to Proxima, Clearly note the Rets 
Authorization Number on the outside of the shipp! 

box. 



www. proxima. com <http ://www . proxima.com> 




This symbol on the nameplate means the product is Listed by Underwriters 
Laboratories Inc. It is designed and manufactured to meet rigid U.L. safety 
standards against risk of fire, casualty and electrical hazards. 



The CE Mark is a Directive conformity mark of the European 
Community (EC). 
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TECHNICAL SPECIFICATIONS 




Mufti -media Projector 



15.4" (390 mm) x 9,5" (245 mm) x 23" (585 mm) 



.2 lbs (17.8 kg) 



1 .8" TFT Active Matrix type x 3 panels 



3.932.160 {1.31 0,720 (1 ,280 x 1 ,024) x 3} 



6 color system (PAL, SECAM, NTSC, NTSC4.43, PAL-M and PAL-! 1 



H-sync. 15-100 KHz. V-sync. 50 - 120 Hz 



Adjustable from 40" to 600" 



800 TV lines 



F2.0 - 2.3 lens with f-75,7 mm - 97.5 mm Motor zoom and focus 



± 760 mm on 100" screen 



4.9' (1.5 m) - 8 0.7' (24.6 m) 



440 watt type 

BNC Type {Video/Y, C/Cb (B-Y) f Gr (R-Y)} x 2 sets. 
RCA Type (Audio R and L) x 2 sets and DIN 4 pin (S-Video) x 2 sets 



BNC Type {Video/Y, C/Cb (B-Y),Cr (R-Y)} x 1 set 
and DIN 4 pin iS- Video) x1 set 



RCA Type (R and Lj x 1 set 



MDR 20-pin Terminal (Digital). HDB 15-pin Terminal (Analog), 
Mufti-pole 1 2-pin (Control port) and USB port 



BNC Type (R, G ; B, H and V). Muiti-poie 12 -pin (Control port) and USB port 



RCA Type (R and L) x 2 sets 



HDB 15-pin Terminal 



RCA Type (R and L) x 1 set 



Wired Remote Jack and Serial port (DB 9) 



NT. SP, Stereo (R and L), 3 watt RMS (T.H.D.10%) 



Up to 4 c; 



AC 100 - 120 V (7.8A Max. Ampere), 50/60 Hz (The U.S.A and Canada) 
AC 200 - 240 V (3.6A Max, Ampere), 50/60 Hz (Continental Europe) 



F - 95°F (5^C - 35 0 C) 



14°F - 140 2 F(-10 a C - 60 C C) 



Wireless Remote Control with Laser Beam (Class H Laser) 
Max. Output 1 mW/Wave Length 660 ± 20nn% batteries (2) AA type. 



Wireless/Wired Remote Control batteries (2) AA type. 



The specifications are subject to change without notice. 



For Americas: 
Proxima 

9440 Carroll Park Drive 
San Diego. CA 92121 

Ph: (858) 457-5500 

(800) 447-7692 {U. S. and Canada.) 
Fax. (858)457-9647 

www.proxima.com <http://www.proxima.com> 



For Europe, Asia, Africa, Australasia: 

ASK Proxima ASA 

K. G, Meldahlsvei 9 

Postboks 1403 

N-1602 Fredrikstad 

tel. +47-69 34 01 55 

fax, +47-89 34 08 32 

Technical Support ■& Service 

Horsterweg 24 

6191 RXBeek 

The Netherlands 

tel. 4-31-43 358 5210 

fax. +31-43 358 5202 



Part No. 710-00880 



01/2001 

610 289 9467 (1AA6P1R2637-- M6VFC) 



Printed in Japan 



